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The County of Contra Costa or lfts offlcers or ogents
shall not be responsible for the accuracy or
completeness of electronlc coples of this plan sheet.

Concrete pad 4'-6" squcre@

*6 bars @ 12"

A each way 2" Clear
. *6 bars @ 6" 3
. L each way 2" Clear
—u*-—n—,-r{ == : See Note 7

" [ Fraome ond cover
> P Asphalt concrete *4 bars x 4'-2" on
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PAVEMENT CONDITION : NATURAL GROUND CONDITION

Lo

L TOP_SLAB
U TOP SLAB: 1. Where there is not sufficient clearance between
PLAN SECTION SE L the top of the manhole base and finish grade
| —_———— for a precast section and monhole cover frame.
< Precast manhole section. Where there is 2. When placing o Type "A" or Type "C" inlet opening
not sufficient clearance between the to 10— on a Type ™I manhole base. The opening in the top
g ;}Peecnrg nsheoc ionoiidor;r?ormé?g geg? or (Min) slab shall conform to the inside dimensions of the
PLAN frame, use a top slab. i inlet to be used.
—_— RS NOTES:

1. Al reinforced concrete shall be Class 2 (590 Ibs. PCC per©
I. cubic yard).

Form recess for

manhole barrel

*6 bars @ 12"

2. Construction joints are optional where shown. Other locations
are subject to approval by the Public Works Department.
Key dimensions are 15" X 3"

——

l 3. Inlet oand outlet pipes shall not intercept a manhole base
through a corner. If skew angle is too great to permit the
opening to be made in a single wall, the wall may be
B lengthened or relocated as explained in "SPECIAL
—_—— — = APPLICATIONS OF TYPE "Il MANHOLE BASES" on this plan.

4. Type "I'" manhole bases (Std Pin CD30i) are for use with
pipes to 24" in diometer and where there is sufficient

O

\_A— 1" Chamfer

CD30i. Orient frame directly above steps.

1. The inside dimensions or the base shall be such that a | X .
48 inch diameter circle will lay flat on the floor as shown. 7. For step details and locotion see Standard Plon CD30i.

Class "3" concrete

I
" < *6 bars @ 6" - cover to use a minimum length manhole barrel, eccentric
10" Wall (Typ) EA way 2" Clear R cone and cover frame. Type "II' manhole bases (Std Pln
CD31) are for pipes to 42" in diameter. Type "lI"
; "g’ PLAN SECTION PL_.AN._.S_E_CM manhole bases are for pipes to 60" in diameter. Manhole
See Note 7 NES bases for pipes larger than 60" in diameter shall require
e SPECIAL APPLICATIONS OF TYPE "llI" MANHOLE BASES a special design.
_ z|o When unusual circumstances, such as excessive skew or parallel pipes prevent 5. For details of precast manhole. See Standard Plan CD30i.
0|8 the use of a normal Type "llI" manhole base. The walls may be lengthened or .
3= relocated to accommodate the pipes, provided the following criteria are met: 6. For details of manhole frome ond cover, see Standard Plan
.
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2. The maximum distance between any two inside corners
shall be 10 feet, as shown

. . . COUNTY OF CONTRA COSTA
B e e G orral Type i manele- bose. " PUBLIC WORKS DEPARTMENT

MARTINEZ, CALIFORNIA

' 4. No pipe shall exceed 60 inches (inside diometer).
vt bore @ 2 ot i > ] ) STANDARD PLAN
ars If any one of these criterio cannot be met, o special design will be required.
each way 2" Clear
i‘n‘l*etng?gsog(,ggm’i gg > |2-02  [Supersedes Standard Plan CD32 |P.W| TYPE "I
Bottom slab to be in ploce pipes. dated 11-99 MANHOLE BASE
prior to construction of pipe
where Cost-in-place is used. SECTION A-A @ 6-02 |Revised Dimension HH
@ 7-02 |Concrete Spec. Revision HH | SCALE: NO SCALE DATE: 7-02
DRAWN BY: H. HUSSEY PLAN NO. CD32i
NO.| DATE REVISION DESCRIPTION BY | CHECKED BY: M. HOLLINGSWORTH
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